HD 45

Rpplicazione per minipale e per miniescavatori

Rpplication for skid loaders or mini-excavators
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NEW GENERATION



Dimensioni di ingombro in mm. - Overall sizes in mms.

A) mm. 1675

B) mm. 800

C) mm. 1250
D) mm. 200-450
E) mm. 1450

F) mm. 600

G) mm. 65-120

A , S

A

oo

2022260

Disco idraulico per tagliare I'asfalto o il
cemento da applicare a minipale o
miniescavatori in grado di erogare

all'utensile di scavo almeno litri 80-130 al
minuto ad una pressione di 25-20 Mpa

DATI TECNICI

Larghezza di scavo: 65-80-100-120 mm
Profondita di scavo: fino a 450 mm
Regolazione di profondita idraulica
Pulitore di scavo idraulico

Traslazione laterale idraulica

Prolunga materiale residuo

Velocita di scavo: m/h 10-300

Peso della macchina operativa: kg. 800

ACCESSORI A RICHIESTA:
Convogliatore materiale lato motore

Tutti i dati si intendono come non vincolanti per il costruttore

Hydraulic disc for cutting asphalt or
cement for loaders or excavator
which are able to supply
80-130 litres per minute
at maximum 25-20 Mpa
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Trench width: 65-80-100-120 mm
Trench depth: up to 450 mm
Depth adjustment: hydraulic
Hydraulic trench cleaner

TECHNICAL DATA

Hydraulic side shift device

Extension for remaining material
Speed during operation: m/h 10-300
Weight of machine operation: kg. 800

ACCESSORIES ON REQUEST:
Conveyor motor side

Tutti i dati si intendono come non vincolanti per il costruttore




